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57 ABSTRACT

A selected target from a picklist having a plurality of targets
is electro-optically read, by image capture, over a range of
working distances, by capturing an image of the picklist in the
range over an imaging field of view, by storing coordinates of
a trajectory of an aiming light pattern in the imaging field of
view over the range, by processing the captured image along
the trajectory to find and identify a target, by determining
whether the target covers the trajectory, and by determining
that the target is the selected target when the target at least
partially covers the trajectory.

17 Claims, 6 Drawing Sheets
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APPARATUS FOR AND METHOD OF
ELECTRO-OPTICALLY READING A
SELECTED TARGET BY IMAGE CAPTURE
FROM A PICKLIST OF TARGETS

FIELD OF THE DISCLOSURE

The present disclosure relates generally to an apparatus for,
and a method of, electro-optically reading a selected target,
by image capture, from a picklist of targets contained in an
imaging field of view.

BACKGROUND

Solid-state imaging systems or imaging readers have been
used, in both handheld and/or hands-free modes of operation,
in supermarkets, warehouse clubs, department stores, and
otherkinds of retailers and other businesses for many years, to
electro-optically read, by image capture, targets, such as one-
and/or two-dimensional bar code symbols, each bearing ele-
ments, e.g., bars and spaces, of different widths and reflec-
tivities, to be decoded, as well as other targets or forms, such
as documents, labels, receipts, signatures, drivers’ licenses,
employee badges, payment/loyalty cards, and the like, each
form bearing alphanumeric characters and/or graphics and/or
symbols, to be imaged and processed.

A known exemplary imaging reader includes a housing
held by a user, a window supported by the housing and aimed
at the target by the user, and a scan engine or imaging module
supported by the housing and having a solid-state imager (or
image sensor) with a sensor array of photocells or light sen-
sors (also known as pixels), and an imaging lens assembly for
capturing return light scattered and/or reflected from the tar-
get being imaged along an imaging axis through the window
over an imaging field of view, and for projecting the return
light onto the sensor array to initiate capture of an image of
the target over a range of working distances in which the
target can be read. Such an imager may include a one- or
two-dimensional charge coupled device (CCD) or a comple-
mentary metal oxide semiconductor (CMOS) device and
associated circuits for producing and processing electrical
signals corresponding to a one- or two-dimensional array of
pixel data over the field of view. These electrical signals are
decoded and/or processed by a programmed microprocessor
or controller into information related to the target being read,
e.g., decoded data indicative of a symbol, or into a picture
indicative of a form. In the handheld mode of operation, the
user holds the housing in his or her hand at a certain working
distance from the target to be imaged, aims the window at the
target, and manually activates a trigger on the housing to
initiate a reading session.

In order to increase the amount of the return light captured
by the imager, especially in dimly lit environments and/or at
far range reading, the imaging module generally also includes
an illuminating light assembly for illuminating the target with
illumination light for reflection and scattering therefrom. The
illumination light preferably is distributed along an illumina-
tion pattern over and along the target. The distributed illumi-
nation pattern is typically generated by using a pair of spaced-
apart light emitting diodes (LEDs) and a pair of cylindrical
lenses.

Since the user of the imaging reader cannot see exactly
whether a target is located entirely within the imaging field of
view of the imager, or know whether the target is optimally
centrally located within the imaging field of view, the imag-
ing module also typically includes an aiming light assembly
for projecting a visible aiming light pattern, for example, a
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generally circular spot, or a cross-hairs, for placement at or
near the center of the target, or an aiming line, or a series of
generally circular spots linearly spaced apart, for placement
lengthwise along the target, to assist the user in visually
locating the target within the imaging field of view and, thus,
advise the user in which direction the housing is to be moved
in order to accurately position the aiming light pattern on the
target prior to reading. The aiming light assembly includes an
aiming light source, such as one or more LEDs and aiming
lenses, or a laser and a pattern shaping optical element, such
as a diffractive optical element (DOE), or a refractive optical
element (ROE). The focused light passing through a respec-
tive DOE forms multiple diverging beamlets, which project
continuous lines or rows of spots arrayed in the aiming light
pattern on the target to indicate the imaging field of view.

Such known imaging readers are often operated to read
symbol targets on picklists. A picklist is typically a document
or a display screen on which many symbol targets are printed
or displayed, each symbol target corresponding to an item to
be managed. The items can identify physical items, such as
food, materials, equipment, component parts, and like prod-
ucts in inventory, as well as abstract items, such as time,
information, equipment settings, and the like. Such items are
managed in many fields, such as material handling, produc-
tion, packaging, inventory, transportation, warehousing,
information flow, and security, just to name a few. The imag-
ing reader is operated to read a selected symbol target from
the many symbol targets on the picklist, thereby automati-
cally identifying the corresponding item to a remote host
computer for further processing and management.

Although the known imaging readers are generally suffi-
cient for their intended purpose, they have sometimes proven
to be less than satisfactory when operated to read symbol
targets on the picklist. The symbol targets are generally
printed or displayed closely adjacent one another on the pick-
list. The imaging field of view of the imaging reader diverges
outwardly of the imaging reader over the range of working
distances relative to the housing. The diverging imaging field
of view often contains more than one symbol target, and this
effect is exacerbated as the working distance between the
target and the housing increases, with a concomitant increase
in the size of the diverging imaging field of view. It is there-
fore often difficult to read just the one particular symbol target
that is desired, especially at the far end of the range.

The art has addressed this issue by employing a picklist
mode of operation, wherein two types of images of the pick-
list are captured each time that a symbol target is to be read. At
least one image of the first type is captured with the aiming
light pattern on the selected symbol target, i.e., with the
aiming light assembly energized; and at least one image of the
second type is captured without the aiming light pattern, i.e.,
with the aiming light assembly deenergized. The controller
determines from the image of the first type which symbol
target was the one selected, i.e., the one on which the aiming
light pattern was present, and then, now knowing the location
of'the selected symbol target from the image of the first type,
the controller only processes the selected symbol target from
its determined location in the image of the second type.

While the number of images of the first type and the num-
ber of images of the second type may vary in each reading
session, which starts from the time of trigger activation and
ends with either a successful decode or a failed attempt to
decode, there are generally at least one image of the first type
and at least one image of the second type acquired, in the
picklist mode of operation. Although the picklist mode of
operation sometimes fails, decoding and reading of the
selected symbol target are always delayed, thereby causing
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the reading performance of the imaging reader to sometimes
be perceived as sluggish by the user. Having to take at least
two different types of images of the picklist each and every
time that a symbol target is to be read also imposes a process-
ing burden on the controller.

Accordingly, there is a need to provide an apparatus for,
and a method of, electro-optically reading a selected target,
by image capture, from a picklist of targets contained in an
imaging field of view, without having to take at least two
different types of images of the picklist each and every time
that a symbol target is to be read, and to render the reading
performance more aggressive, and to ease the processing
burden on the controller.

BRIEF DESCRIPTION OF THE FIGURES

The accompanying figures, where like reference numerals
refer to identical or functionally similar elements throughout
the separate views, together with the detailed description
below, are incorporated in and form part of the specification,
and serve to further illustrate embodiments of concepts that
include the claimed invention, and explain various principles
and advantages of those embodiments.

FIG. 1 is a side elevational view of a handheld imaging
reader operative for electro-optically reading a selected target
on a picklist of targets in accordance with the present disclo-
sure.

FIG. 2 is a schematic diagram of various components of the
imaging reader of FIG. 1.

FIG. 3 is a schematic diagram of some of the components
of FIG. 2 shown in isolation.

FIG. 4 is a plan view of a trajectory of aiming light patterns
in an imaging field of view over a range of working distances.

FIG. 5 is a plan view depicting a symbol target that covers
the entire trajectory of FIG. 4.

FIG. 6 is a plan view depicting a symbol target that only
partially covers the trajectory of FIG. 4.

FIG. 7 is a flow chart depicting operation of a method in
accordance with the present invention.

Skilled artisans will appreciate that elements in the figures
are illustrated for simplicity and clarity and have not neces-
sarily been drawn to scale. For example, the dimensions of
some of the elements in the figures may be exaggerated rela-
tive to other elements to help to improve understanding of
embodiments of the present invention.

The apparatus and method components have been repre-
sented where appropriate by conventional symbols in the
drawings, showing only those specific details that are perti-
nent to understanding the embodiments of the present inven-
tion so as not to obscure the disclosure with details that will be
readily apparent to those of ordinary skill in the art having the
benefit of the description herein.

DETAILED DESCRIPTION

One feature of the present disclosure resides, briefly stated,
in an apparatus for electro-optically reading, by image cap-
ture, a selected target from a picklist having a plurality of
targets over a range of working distances. The apparatus
includes a housing, preferably a handheld housing; an imag-
ing assembly, preferably including a solid-state imager hav-
ing an array of image sensors supported by the housing, for
capturing an image of the picklist in the range over an imaging
field of view; a memory for storing coordinates of a trajectory
of an aiming light pattern in the imaging field of view over the
range; and a controller operatively connected to the memory,
for processing the captured image along the trajectory to find
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and identify a target, for determining whether the target cov-
ers the trajectory, and for determining that the target is the
selected target when the target at least partially covers the
trajectory.

The apparatus advantageously includes an aiming light
assembly that is energizable by the controller between an
energized state in which the aiming light pattern is projected
on the picklist, and a deenergized state in which no aiming
light pattern is projected. A non-volatile portion of the
memory stores two of the coordinates as end points of a line
that defines the trajectory. In one embodiment, the controller
determines that the target is the selected target when both the
end points are located within the target, i.e., the target entirely
covers the trajectory, in the deenergized state. In another
embodiment, if the controller determines that the target only
partially covers the trajectory, e.g., by determining that only
one of the end points is located within the target, then the
controller searches in a zone outside the target in the deener-
gized state, and determines that the target is the selected target
when no other target is found in the zone. In still another
embodiment, ifthe controller determines that another target is
in the zone, then the controller energizes the aiming light
assembly to the energized state, determines the location of the
aiming light pattern and of the target on which the aiming
light pattern is present, and determines that the target on
which the aiming light pattern is present is the selected target.

In accordance with another aspect of the present disclo-
sure, a method of electro-optically reading, by image capture,
a selected target from a picklist having a plurality of targets
over a range of working distances, is performed by capturing
an image of the picklist in the range over an imaging field of
view, storing coordinates of a trajectory of an aiming light
pattern in the imaging field of view over the range, processing
the captured image along the trajectory to find and identify a
target, determining whether the target covers the trajectory,
and determining that the target is the selected target when the
target at least partially covers the trajectory.

Turning now to the drawings, reference numeral 30 in FI1G.
1 generally identifies an ergonomic imaging reader config-
ured as a gun-shaped housing having an upper barrel or body
32 and a lower handle 28 tilted rearwardly away from the
body 32 at an angle of inclination, for example, fifteen
degrees, relative to the vertical. A window 26 is located adja-
cent the front or nose of the body 32 and is preferably also
tilted relative to the vertical. The imaging reader 30 is held in
an operator’s hand and used in a handheld mode in which a
trigger 34 is manually depressed to initiate imaging of targets,
especially bar code symbols on a picklist 38, to be read in a
range of working distances relative to the window 26. Hous-
ings of other configurations can also be employed. As
described below, an imaging field of view 44 diverges through
the window 26 outwardly of the reader 30 onto the picklist 38,
and an aiming light beam 50 is emitted from the reader 30 to
help locate a target.

As described above, the picklist 38 of FIG. 1 is typically a
document or a display screen on which many symbol targets
52, 54, 56, 58, 60 are printed or displayed in relatively close
proximity to one another, each symbol target corresponding
to a physical or abstract item to be managed. For example, as
illustrated, the items are cameras and accessories therefor.
The imaging reader 30 is operated to read a selected symbol
target from the many symbol targets 52, 54, 56, 58, 60 on the
picklist 38, thereby automatically identifying the correspond-
ing item to a remote host computer for further processing and
management.

As schematically shown in FIG. 2, an imaging assembly
includes an image sensor or imager 24 mounted on a printed
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circuit board (PCB) 22 in the reader 30. The PCB 22 is
mounted within the tilted handle 28. The imager 24 is a
solid-state device, for example, a CCD or a CMOS imager
having a one- or two-dimensional array of addressable image
sensors or pixels arranged in a single, linear row, or in mutu-
ally orthogonal rows and columns, and operative for detecting
return light captured by an imaging lens assembly 20 along an
imaging axis 46 through the window 26 over an imaging field
of view 44 (FOV). The return light is scattered and/or
reflected from the picklist 38 over the imaging FOV 44 that is
generally perpendicular to the imaging axis 46.

The imaging lens assembly 20 is operative for focusing the
return light onto the array of image sensors to enable the
picklist 38 to be imaged. The picklist 38 may be located
anywhere in a working range of distances between a close-in
working distance (WD1) and a far-out working distance
(WD2). In a preferred embodiment, WD1 is about one-half
inch or less from the window 26, and WD2 is about 8 inches
or more from the window 26.

An illuminating light assembly is also mounted in the
imaging reader and includes an illumination light source, e.g.,
at least one light emitting diode (LED), and preferably a
plurality of LEDs, such as a pair of illumination LEDs 10, 12
mounted on the PCB 22, and a pair of illumination lenses 16,
18 configured to generate a substantially uniform distributed
illumination pattern of illumination light on and along the
picklist 38 to be read by image capture. At least part of the
scattered and/or reflected return light is derived from the
illumination pattern of light on and along the picklist 38, the
remainder being derived from ambient light.

Although in some applications, the illuminating light
assembly itself can serve as an aiming aid, for the purpose of
being able to operate in a picklist mode, a separate aiming
light assembly is needed, so that the operator can use an
aiming light pattern projected by the aiming light assembly to
pick out one symbol target from among the many symbol
targets, and so that the reader 30 can properly discern which
of'the symbol targets the operator intends to decode and read,
using the aforementioned picklist mode of operation. The
separate aiming light assembly is also mounted in the imag-
ing reader, and includes an aiming light source 40, e.g., a laser
or at least one light emitting diode (LED), also mounted on
the PCB 22 and operative for emitting an aiming beam 50, and
an aiming lens 42 for shaping the aiming beam 50 emitted by
the aiming light source 40 to project an aiming light pattern on
the picklist 38. The aiming pattern can be a generally circular
aiming spot, or a cross-hairs, or a plurality of generally cir-
cular aiming spots, or an aiming line. A laser is preferred for
the aiming light source 40.

As diagrammatically shown in FIG. 2, the imager 24, the
illumination LEDs 10, 12 and the aiming light source 40 are
operatively connected to a controller or programmed micro-
processor 36 operative for controlling the operation of these
components. The controller 36 energizes the aiming light
assembly between an energized state in which the aiming
light pattern is projected on the picklist, and a deenergized
state in which no aiming light pattern is projected. A memory
14 having a non-volatile portion is connected and accessible
to the controller 36. Preferably, the microprocessor 36 is also
used for processing the electrical signals from the imager 24
and for processing and decoding the captured target images.
The controller 36 and the memory 14 are advantageously
mounted on the PCB 22.

In operation, the microprocessor 36 sends command sig-
nals to energize the illumination LEDs 10, 12 for a short
exposure time period, say 500 microseconds or less, and to
energize and expose the imager 24 to collect the return light,
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e.g., illumination light and/or ambient light, from the picklist
38 only during said exposure time period. A typical array
needs about 18-33 milliseconds to acquire the entire target
image and operates at a frame rate of about 30-60 frames per
second.

As previously described, the diverging imaging field of
view 44 often contains more than one symbol target 52, 54,
56, 58, 60, as shown in FIG. 1, and this effect is exacerbated
as the working distance between the picklist 38 and the reader
30 increases, with a concomitant increase in the size of the
diverging imaging field of view 44, as depicted in F1G. 3. It is
therefore often difficult to read just the one particular symbol
target that is desired, e.g., target 54, especially if the picklist
38 is located at the far end of the range in FIG. 3.

In accordance with one aspect of the present disclosure, the
memory 14 stores coordinates of a trajectory of an aiming
light pattern in the imaging field of view 44 over the range.
Preferably, the non-volatile portion of the memory 14 stores
two of the coordinates as end points P1 and P2 of a line that
defines a linear trajectory 70 depicted in FIG. 4. The point P2
corresponds to a light spot at the far working distance end
WD2 oftherange, and the point P1 corresponds to a light spot
at the near working distance end WD1 of the range. The locus
of points on the trajectory 70 between the points P1 and P2
represent the locations of the light spot at all the working
distances between the working distances WD1 and WD2. The
storage of the trajectory 70 is well defined and fixed for each
reader 30. The trajectory 70 can be stored in advance during
manufacture of the reader 30.

In operation, the controller 36 processes the captured
image of the picklist 38 along the trajectory 70 to find and
identify a target, determines whether the target covers the
trajectory 70, and determines that the target is the selected
target when the target at least partially covers the trajectory
70. For example, as shown in FIG. 5, the symbol target
entirely covers the trajectory 70, i.e., both of the points P1 and
P2 are located within the symbol target. As described below,
this determination is made in the deenergized state of the
aiming light assembly.

As described in detail below in connection with the flow
chart of FIG. 7, if the controller 36 determines that the symbol
target only partially covers the trajectory 70, as shown in FI1G.
6, i.e., only one of the end points, e.g., point P2, is located
within the symbol target, then the controller 36 searches in a
zone 72 outside the symbol target, and determines that the
symbol target is the selected target when no other target is
found in the zone 70. Advantageously, the controller 36 con-
figures the zone 72 as a circular area whose center is the other
of the end points, i.e., point P1, and whose radius extends
from the center point P1 to the outside edge of the symbol
target. This determination is also made in the deenergized
state of the aiming light assembly.

Ifthe controller 36 determines that another target is located
in the zone 72, then the controller 36 energizes the aiming
light assembly 40, 42 to the energized state to project the
aiming beam 50 and position an aiming light pattern on the
picklist 38. The controller 36 determines the location of the
aiming light pattern and of the target on which the aiming
light pattern is present, and determines that the target on
which the aiming light pattern is present is the selected target.

Turning to the operational flow chart of FIG. 7, a picklist
reading session begins at start step 100. In step 102, capture of
an image of the picklist 38 is performed without energizing
the aiming light assembly 40, 42. This is in contrast to the
known picklist mode of operation, wherein at least one image
of'the first type is captured with the aiming light assembly 40,
42 energized. This image capture is typically initiated by
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manually activating the trigger 34. Alternatively, the trigger
could be activated automatically by operation of an object
sensing assembly.

The controller 36 now analyzes the captured image by
searching along the trajectory 70 in step 104, and determining
if a symbol target can be found along the trajectory 70 in step
106. If not, then the controller 36 determines if the trajectory
70 is done in step 108. If not, then the controller 36 returns to
the searching step 104. If the trajectory 70 is done, then the
session is ended at end step 116. However, if the controller 36
determines that a symbol target can be found along the tra-
jectory 70, then the controller 36 decodes the symbol target in
step 110, and next determines whether or not the symbol
target covers the entire trajectory 70 in step 112.

If the symbol target covers the entire trajectory 70, as
exemplified by FIG. 5, then the decoded symbol target is
output at step 114, and the session ends at step 116. Again, the
selected target has been decoded without energizing the aim-
ing light assembly 40, 42. However, if the symbol target only
partially covers the trajectory 70, as exemplified by FIG. 6,
then the controller 36 finds the outside end point P1 in step
118, and configures the zone 72, preferably by drawing a
circle around the end point P1 in step 120. Next, the controller
36 searches in the zone 72 in step 122 to determine whether or
not a symbol target is within the zone 72 in step 124. If no
symbol target is located within the zone 72, then the symbol
target containing the point P2 is indeed the selected target,
and the selected target is output in step 114 and the session
ends at step 116. Again, the selected target has been decoded
without energizing the aiming light assembly 40, 42.

However, if a symbol target is located within the zone 72,
then it is ambiguous whether the target inside the zone 72
belongs the target outside the zone, or to another symbol
target on the picklist 38. In this case, resort is made to the
aiming light assembly 40, 42. Thus, in step 126, capture of an
image of the picklist 38 is performed with energizing the
aiming light assembly 40, 42. Then, the controller 36 finds the
aiming light pattern location in the captured image in step
128, and identifies the symbol target underneath the aiming
light pattern in step 130. Now knowing the correct symbol
target, the target is outputted at step 32, and the session ends
at step 116.

In the foregoing specification, specific embodiments have
been described. However, one of ordinary skill in the art
appreciates that various modifications and changes can be
made without departing from the scope of the invention as set
forth in the claims below. For example, the apparatus
described herein is not intended to be limited to a handheld
electro-optical reader, but could be implemented as an auxil-
iary system in other apparatus, such as a computer or mobile
terminal. Accordingly, the specification and figures are to be
regarded in an illustrative rather than a restrictive sense, and
all such modifications are intended to be included within the
scope of present teachings.

The benefits, advantages, solutions to problems, and any
element(s) that may cause any benefit, advantage, or solution
to occur or become more pronounced are not to be construed
as a critical, required, or essential features or elements of any
or all the claims. The invention is defined solely by the
appended claims including any amendments made during the
pendency of this application and all equivalents of those
claims as issued.

Moreover in this document, relational terms such as first
and second, top and bottom, and the like may be used solely
to distinguish one entity or action from another entity or
action without necessarily requiring or implying any actual
such relationship or order between such entities or actions.
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The terms “comprises,” “comprising,” “has,” “having,”
“includes,” “including,” “contains,” “containing,” or any
other variation thereof, are intended to cover a non-exclusive
inclusion, such that a process, method, article, or apparatus
that comprises, has, includes, contains a list of elements does
not include only those elements, but may include other ele-
ments not expressly listed or inherent to such process,
method, article, or apparatus. An element proceeded by
“comprises . . . a” “has . . . a,” “includes . . . a,” or
“contains . . . a,” does not, without more constraints, preclude
the existence of additional identical elements in the process,
method, article, or apparatus that comprises, has, includes, or
contains the element. The terms “a” and “an” are defined as
one or more unless explicitly stated otherwise herein. The
terms “substantially,” “essentially,” “approximately,”
“about,” or any other version thereof, are defined as being
close to as understood by one of ordinary skill in the art, and
in one non-limiting embodiment the term is defined to be
within 10%, in another embodiment within 5%, in another
embodiment within 1%, and in another embodiment within
0.5%. The term “coupled” as used herein is defined as con-
nected, although not necessarily directly and not necessarily
mechanically. A device or structure that is “configured” in a
certain way is configured in at least that way, but may also be
configured in ways that are not listed.

It will be appreciated that some embodiments may be com-
prised of one or more generic or specialized processors (or
“processing devices™) such as microprocessors, digital signal
processors, customized processors, and field programmable
gate arrays (FPGAs), and unique stored program instructions
(including both software and firmware) that control the one or
more processors to implement, in conjunction with certain
non-processor circuits, some, most, or all of the functions of
the method and/or apparatus described herein. Alternatively,
some or all functions could be implemented by a state
machine that has no stored program instructions, or in one or
more application specific integrated circuits (ASICs), in
which each function or some combinations of certain of the
functions are implemented as custom logic. Of course, a
combination of the two approaches could be used.

Moreover, an embodiment can be implemented as a com-
puter-readable storage medium having computer readable
code stored thereon for programming a computer (e.g., com-
prising a processor) to perform a method as described and
claimed herein. Examples of such computer-readable storage
mediums include, but are not limited to, a hard disk, a CD-
ROM, an optical storage device, a magnetic storage device, a
ROM (Read Only Memory), a PROM (Programmable Read
Only Memory), an EPROM (Erasable Programmable Read
Only Memory), an EEPROM (Electrically Erasable Pro-
grammable Read Only Memory) and a Flash memory. Fur-
ther, it is expected that one of ordinary skill, notwithstanding
possibly significant effort and many design choices motivated
by, for example, available time, current technology, and eco-
nomic considerations, when guided by the concepts and prin-
ciples disclosed herein, will be readily capable of generating
such software instructions and programs and ICs with mini-
mal experimentation.

The Abstract of the Disclosure is provided to allow the
reader to quickly ascertain the nature of the technical disclo-
sure. It is submitted with the understanding that it will not be
used to interpret or limit the scope or meaning of the claims.
In addition, in the foregoing Detailed Description, it can be
seen that various features are grouped together in various
embodiments for the purpose of streamlining the disclosure.
This method of disclosure is not to be interpreted as reflecting
an intention that the claimed embodiments require more fea-
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tures than are expressly recited in each claim. Rather, as the
following claims reflect, inventive subject matter lies in less
than all features of a single disclosed embodiment. Thus, the
following claims are hereby incorporated into the Detailed
Description, with each claim standing on its own as a sepa-
rately claimed subject matter.

The invention claimed is:

1. An apparatus for electro-optically reading, by image
capture, a selected target from a picklist having a plurality of
targets over a range of working distances, the apparatus com-
prising:

a housing;

an aiming light assembly energizable between an ener-
gized state in which an aiming light pattern is projected
on the picklist, and a deenergized state in which no
aiming light pattern is projected;

an imaging assembly supported by the housing, for captur-
ing an image of the picklist in the range over an imaging
field of view;

a memory for storing expected coordinates of a trajectory
of the aiming light pattern in the imaging field of view
over the range; and

a controller operatively connected to the memory, for pro-
cessing the captured image along the trajectory to find
and identify a target, for determining whether the target
covers the trajectory before the aiming light assembly is
set to the energized state, and for determining that the
target is the selected target when the target at least par-
tially covers the trajectory.

2. The apparatus of claim 1, wherein the housing has a
handle for handheld operation, and a trigger supported by the
handle for activating the reading.

3. The apparatus of claim 1, wherein the imaging assembly
includes a solid-state imager having an array of image sen-
sors, and an imaging lens assembly for projecting the cap-
tured image onto the array.

4. An apparatus for electro-optically reading, by image
capture, a selected target from a picklist having a plurality of
targets over a range of working distances, the apparatus com-
prising:

a housing;

an imaging assembly supported by the housing, for captur-
ing an image of the picklist in the range over an imaging
field of view;

a memory for storing coordinates of a trajectory of an
aiming light pattern in the imaging field of view over the
range;

a controller operatively connected to the memory, for pro-
cessing the captured image along the trajectory to find
and identify a target, for determining whether the target
covers the trajectory, and for determining that the target
is the selected target when the target at least partially
covers the trajectory;

an aiming light assembly energizable between an ener-
gized state in which the aiming light pattern is projected
on the picklist, and a deenergized state in which no
aiming light pattern is projected; and

wherein the memory stores two of the coordinates as end
points of a line that defines the trajectory, and wherein the
controller determines that the target is the selected target
when both of the end points are located within the target in the
deenergized state of the aiming light assembly.

5. An apparatus for electro-optically reading, by image
capture, a selected target from a picklist having a plurality of
targets over a range of working distances, the apparatus com-
prising:

a housing;

an imaging assembly supported by the housing, for captur-
ing an image of the picklist in the range over an imaging
field of view;
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a memory for storing coordinates of a trajectory of an
aiming light pattern in the imaging field of view over the
range;

a controller operatively connected to the memory, for pro-
cessing the captured image along the trajectory to find
and identify a target, for determining whether the target
covers the trajectory, and for determining that the target
is the selected target when the target at least partially
covers the trajectory; and

wherein the memory stores two of the coordinates as end
points of a line that defines the trajectory, and wherein
the controller determines that the target is the selected
target when one of the end points is located within the
target in the deenergized state of the aiming light assem-
bly.

6. The apparatus of claim 5, wherein the controller is fur-
ther operative for searching in a zone outside the target when
the one of the end points is located within the target, and for
determining that the target is the selected target when no other
target is found in the zone.

7. The apparatus of claim 6, wherein the controller is opera-
tive for configuring the zone as a circular area whose center is
the other of the end points, and whose radius extends from the
center to the target.

8. The apparatus of claim 6, wherein the controller is fur-
ther operative for determining that another target is located in
the zone, for energizing the aiming light assembly to the
energized state, for determining the location of the aiming
light pattern and of the target on which the aiming light
pattern is present, and for determining that the target on which
the aiming light pattern is present is the selected target.

9. An apparatus for electro-optically reading, by image
capture, a selected target from a picklist having a plurality of
targets over a range of working distances, the apparatus com-
prising:

a handheld housing; an imaging assembly including a
solid-state imager having an array of image sensors sup-
ported by the housing, for capturing an image of the
picklist in the range over an imaging field of view;

an aiming light assembly energizable between an ener-
gized state in which an aiming light pattern is projected
on the picklist, and a deenergized state in which no
aiming light pattern is projected;

a memory for storing two end coordinates of an expected
linear trajectory of the aiming light pattern in the imag-
ing field of view over the range; and

a controller operatively connected to the imaging assem-
bly, the aiming light assembly, and the memory, for
processing the captured image along the linear trajectory
to find and identify a target before the aiming light
assembly is set to the energized state, for determining
that the target is the selected target when at least one of
the end coordinates is located in the target and no other
target is found in a zone outside the target in the deen-
ergized state of the aiming light assembly, and for deter-
mining that the target is the selected target when the one
ofthe end coordinates is located in the target and another
target is found in the zone outside the target in the
energized state of the aiming light assembly.

10. A method of electro-optically reading, by image cap-
ture, a selected target from a picklist having a plurality of
targets over a range of working distances, the method com-
prising:

projecting an aiming light pattern on the picklist in an
energized state, and projecting no aiming light pattern in
a deenergized state;

capturing an image of the picklist in the range over an
imaging field of view;

storing expected coordinates of a trajectory of an aiming
light pattern in the imaging field of view over the range;
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processing the captured image along the trajectory to find

and identify a target;

determining whether the target covers the trajectory before

the aiming light assembly is set to the energized state;
and

determining that the target is the selected target when the

target at least partially covers the trajectory.

11. The method of claim 10, and manually activating the
reading.

12. The method of claim 10, wherein the capturing is
performed by a solid-state imager having an array of image
sensors, and by projecting the captured image onto the array.

13. A method of electro-optically reading, by image cap-
ture, a selected target from a picklist having a plurality of
targets over a range of working distances, the method com-
prising:

capturing an image of the picklist in the range over an

imaging field of view;

storing coordinates of a trajectory of an aiming light pat-

tern in the imaging field of view over the range;
processing the captured image along the trajectory to find
and identify a target;

determining whether the target covers the trajectory;

determining that the target is the selected target when the

target at least partially covers the trajectory;
projecting an aiming light pattern on the picklist in an
energized state, and projecting no aiming light pattern in
a deenergized state; and

wherein the storing is performed by storing two of the
coordinates as end points of a line that defines the tra-
jectory, and wherein the target is determined as the
selected target when both of the end points are located
within the target in the deenergized state.
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14. A method of electro-optically reading, by image cap-
ture, a selected target from a picklist having a plurality of
targets over a range of working distances, the method com-
prising:

capturing an image of the picklist in the range over an

imaging field of view;

storing coordinates of a trajectory of an aiming light pat-

tern in the imaging field of view over the range;
processing the captured image along the trajectory to find
and identify a target;

determining whether the target covers the trajectory;

determining that the target is the selected target when the

target at least partially covers the trajectory;
projecting an aiming light pattern on the picklist in an
energized state, and projecting no aiming light pattern in
a deenergized state; and

wherein the storing is performed by storing two of the
coordinates as end points of a line that defines the tra-
jectory, and wherein the target is determined as the
selected target when one of the end points is located
within the target in the deenergized state.

15. The method of claim 14, and searching in a zone out-
side the target when the one of the end points is located within
the target, and determining that the target is the selected target
when no other target is found in the zone.

16. The method of claim 15; and configuring the zone as a
circular area whose center is the other of the end points, and
whose radius extends from the center to the target.

17. The method of claim 15, and determining that another
target is located in the zone, determining the location of the
aiming light pattern and of the target on which the aiming
light pattern is present in the energized state, and determining
that the target on which the aiming light pattern is present is
the selected target.



